DESCRIPTION OF REVISIONS MADE BY DATE.
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NOTES:
1. @ INDICATES TOTAL WEIGHT OF SAND I[N LBS. (SEE TABLE D).
2. THE ENTIRE ARE OF THE CRASH CUSHION INSTALLATION AND
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APPROACHES SHALL BE GRADED SO THAT THE MAXIMUM SLOPES
DO NOT EXCEED 20:1 RELATIVE TO THE MEDIAN PROFILE AND 10: 1
TRANSVERSELY. THESE SLOPES SHALL BE CARRIED OUT FROM THE
FOUNDATION PAD UNTIL THEY INTERSECT EXISTING GROUND OR
OTHER GRADING. THE PAD UNDER THE ACTUAL CRASH CUSHION
SHOULD BE AS LEVEL AS POSSIBLE, WHILE PROVIDING DRAINAGE.

SEE PLANS FOR SITE PREPARATION DETAILS.

CRASH CUSHION CONFIGURATION AND LAYOUT ANGLE ARE BASED
ON THE TOTAL WIDTH OF THE PIER OR COLUMN PLUS REQUIRED
BARRIERS AND THE DISTANCE FROM THE PIER OR COLUMN FACE
TO THE EDGE OF SHOULDER.

USE THE APPROPRIATE CONFIGURATION AND LAYOUT ANGLE
FROM TABLES 2 & 3 BELOW.

THE FOUNDATION PAD SHALL BE A BITUMINOUS MIXTURE WITH A
COMPACTED THICKNESS OF 3 INCHES OR PORTLAND CEMENT OF
ANY CLASS USED BY ADOT - 3 INCHES THICK.

ALL ASSEMBLY, TRANSPORTATION TO SITE, ERECTION OF THE
INDIVIDUAL MODULES AND THE CRASH CUSHION AS A WHOLE
SHALL BE IN ACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDATIONS. ALL MODULES SHALL BE OF A TYPE
APPROVED BY F.H.W.A,

THE COLOR OF THE OUTER CONTAINER SHALL BE STANDARD
YELLOW UNLESS OTHERWISE STATED IN PROJECT PLANS.

ALL DIMENSIONS ARE N INCHES, EXCEPT AS NOTED.
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